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Mobile Broadband Fact 1
Similar Challenges, Diverse Enablers

EV-DO

EV-DO Rev.A/B

HSPA

LTE

HSPA+

WiFi
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HSPA WiMAX
WiFi

Technology Choice is a Business Decision



Mobile Broadband Fact 2
Deployed networks are ultimate survivors
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Mobile Subscriber Forecast by Technology
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� CDMA 2000 and WCDMA have 
comparable evolution capacity

� EV-DO Rev. A/B has a strong life 
cycle coexisting with HSPA and LTE
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Huawei Vision for CDMA Evolution

CDMA
1X Advanced

IS-2000
(cdma2000)

EV-DO 
Rev 0

EV-DO 
Rev A Multicarrier

EV-DO

Voice capacity 
increase 2~4 times

Voice evolved to 
LTE VoIP

DL: 2.4M
RL: 153.6k

DL:3.1M
RL:1.8M DL: 9.3M

RL: 5.4M

EV-DO 
Rev B

DL:14.7M
RL: 5.4M

Voice Capacity Enhancements
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Developing
Q4 09

Q2 09

Q1 09

Phase II – EV-DO Rev B

Multicarrier EV-DO Hardware ready

EV-DO Rev B Demo in Beijing

EV-DO Rev B Hardware ready 
(CSM6850)

• Downlink data rate: 9.3Mbps
• Uplink data rate: 5.4Mbps
• CSM6800 board, Software upgrade
• 2 or 3 frequency flexible bundling

Phase I – Multicarrier EV-DO
• Downlink data rate: 14.7Mbps
• Uplink data rate: 5.4Mbps
• 4.9Mbps for each FA
• CSM6850 board, Software upgrade
• 2 or 3 frequency flexible bundling

LTE Trials

LTE Commercial 
Deployment

TD-LTE 
Trials

Data Rate Enhancements



Potential Deployment Scenario
for limited spectrum bandwidth

Full Utilization of existing resources
• No additional network nodes postpones 

CAPEX need

• Software upgrade followed by channel card 
upgrade

Easier Interoperability
• EV-DO Rev.B interoperability is much easier 

Upgrade 
to LTE

Reuse EV-DO 
Rev.B boards in 

Urban area
LTE

EV-DO Rev. B

DOrA

Reuse EV-DO Rev.A
boards in suburban 

area & rural area

EV-DORev.A

EV-DO Rev.B / 
EV-DO Rev.A
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EV-DO Rev.B, Fast time to MBB market

• EV-DO Rev.B interoperability is much easier 
than LTE

EV-DO Rev.B can be deployed with 
LTE 
• As per market and business needs, co-site 

deployment of LTE is smooth

Upgrade EVDO 
Rev.A to EV-

DO Rev.B

Reuse EV-DO 
Rev. A boards in 

Urban area

EV-DO 
Rev. B

CDMA2000

EV-DO Rev. A 
\CDMA2000

Expand EV-DO 
Rev.B coverage 

to Urban

area & rural area

EV-DO 
Rev.B



Market and Ecosystem Snapshot

CDMA800M MC-EVDO (Rev. B) Trial 

09Q3

Nationwide coverage for metropolitan 

areas

The world 1st MC-EVDO (Rev. B)  
network.  

1.9Ghz for broadband access
450MHz for rural coverage

Considering to MC-EVDO (Rev. B)  

deployment 

Operator Trends
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SingleRAN as an Enabler

WiMAX 16m
CDMA 

Enhancements

LTE

2010

Evolution
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DBS Cabinetized

• Multi-Band
• Multi-RAT
• MIMO

• Smooth Migration
• Green Operation
• Investment Protection

Unified Platform

Base Band
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